








Rockpanel Natural

The innovative characteristics com-
bined with a rich design and colour 
range make it possible to create a 
unique signature for your building.
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Typical natural colour 
after fixing

Indicative natural colour 
after ± 6 weeks

The purest version of our board material is Rockpanel Natural. With natural weathering from sunlight and the 
elements, the appearance of this hard-wearing, unpainted board material changes. Let nature do her work in 
the design of your building.

The ageing effect is influenced by the elements of nature and differs due to artificial conditions even at micro 
level. Therefore the exact ageing and uniformity of the effect can not be predicted.

For a perfect final result with Rockpanel Natural it is important to work carefully during application and in  
detailling. For more information check the product datasheet Natural on www.rockpanel.com.

Let nature do her work 

Dimensions
Panel thickness 8 mm or 10 mm

Panel width 1200 mm (1250 mm from 100 m2)

Panel length 3050 mm

Rockpanel boards can be supplied in alternative sizes, thus minimising wast-
age and unnecessary cost. See page 37 for details.

Technical implementation
Durable for use in regular façade and roofline applications.

Xtreme for use when a greater degree of impact resistance is 
required, usually towards ground-level.

Availability
	 Rockpanel Natural in width 1200 mm are a stock item, orders 
over 100 m² are subject to a maximum lead time of 6 weeks.

	 Rockpanel Natural in width 1250 mm are available from 100 m² 
with a maximum lead time of 6 weeks.
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New: 
Rockpanel Lines2
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With Lines2, Rockpanel has a wide range of tongue-and-groove panelling that extends the traditional concept 
with the addition of new properties that had previously been considered impossible. Lines2 panels are available 
in the Lines2 S and Lines2 XL versions (the traditional and extra wide sizes). For the first time two different 
widths can now be combined for an extraordinary interplay of effects.

A traditional use of lines or a more radical design? Part of a wall or the whole wall in Lines2? Traditional or in-
novative installation? Lines2 lends itself to a whole range of residential, commercial and practical applications 
in the form of your choice.

Measurements Rockpanel Lines2 10 range
Type Rockpanel Lines2 S 10

Sheet thickness 10 mm

Sheet width 164 mm

Working sheet width 146 mm 

Sheet length 3050 mm 

Type Rockpanel Lines2 XL 10

Sheet thickness 10 mm

Sheet width 295 mm

Working sheet width 277 mm 

Sheet length 3050 mm 

For any interplay of lines

Measurements Rockpanel Lines2 8 range*
Type Rockpanel Lines2 S 8

Sheet thickness 8 mm

Sheet width 164 mm

Working sheet width 151-156 mm 

Sheet length 3050 mm 

Type Rockpanel Lines2 XL 8

Sheet thickness 8 mm

Sheet width 295 mm

Working sheet width 282-287 mm 

Sheet length 3050 mm 

Technical implementation
Durable for use in regular façade and roofline applications.

Availability
	 Rockpanel Lines2 standard colours are a stock item, orders 
over 100 m² are subject to a maximum lead time of 6 weeks.

	 Other RAL/NCS Colours are available from 100 m2 with a 
maximum lead time of 6 weeks.

*  Mounting clip mandatory
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Rockpanel
Lines2 S 8

Rockpanel 
Lines2 S 10

Rockpanel 
Lines2 XL 8

Rockpanel 
Lines2 XL 10

Lines2 10
Traditional installation

Lines2 8 
Innovative installation 
(with mounting clip) 

Lines² is an excellent solution for renova-
tion projects. The new width can be used 
to add fresh accentuating features, to carry 
out renovation work quickly and efficiently, 
and to modernise a building in a lasting 
and cost-effective way.

Innovation in renovation!
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To make the fitting of tongue-and-groove 
panelling more simple and to improve 
post installation maintenance, Rockpanel 
has developed an innovative clip. The clip 
ensures that the supporting structure is 
ventilated even more effectively, reducing 
moisture retention, and thus increasing 
the structure’s durability. The mounting 
clip is mandatory for a correct installa-
tion of Rockpanel Lines² 8.
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Fixed installation Demountable installation

RAL 7016
Anthracite Grey

Typical natural colour - 
on delivery

RAL 7021
Black Grey

Indicative natural colour - 
after ± 6 weeks

RAL 7004
Signal Grey

RAL 7030
Stone Grey

RAL 3004
Purple Red

RAL 6009
Fir green

Light grey primer

RAL 1015
Light Ivory

RAL 9001
Cream

RAL 080 70 10RAL 9010
Pure White

BASIC

Kleurenassortiment

New: Flexible mounting using the clip (Lines² 8)

NATURAL

Colour range
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Rockpanel Ply
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If the exact colour you require for your design does not appear in our range, or if you want to accentuate even 
the smallest detail of the building, use Rockpanel Ply. This board material has been primed and can be given a 
finish coat in any colour you wish. Rockpanel Ply is a durable base for any desired colour combination.

For every desired colour

Dimensions
Panel thickness 6 mm, 8 mm or 10 mm

Panel width 1200 mm (1250 mm from 100 m2)

Panel length 3050 mm or 2500 mm

Rockpanel boards can be supplied in alternative sizes, thus minimising wast-
age and unnecessary cost. See page 37 for details. Availability

	 Rockpanel Ply (width 1200 mm) is a stock item. Orders 
	 > 100 m2 are subject to a maximum lead time of 6 weeks.

	 Rockpanel Ply (width 1250 mm) available from 100 m2 with a 
maximum lead time of 6 weeks.

Light grey primer

Technical implementation
	 The mechanical strength of Rockpanel Ply differs from Durable 
and Xtreme boards. For more information check the product 
datasheet Ply on www.rockpanel.com.
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Rockpanel 
Accessories

32



Details for your design
Increase the aesthetic appeal of your  
facade by introducing enhancing profiles 
and colour-coded fixings.
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Fixing method
			   Suitable for	 Colour 	 Availability	

	 Ring shank nails 27 mm*	 -	 Rockpanel Ply /	 Stainless steel	 A stock item	
			   Lines2 10 mm	

	 Ring shank nails 32 mm	 -	 Rockpanel Natural / 	 Stainless steel	 A stock item
			   Chameleon / Ply

		  -	 Rockpanel Rockclad 	 20 standard colours	 A stock item

		  -	 Rockpanel Rockclad	 80 special colours**	 6 weeks

		  -	 Rockpanel Rockclad	 Custom colours**	 6 weeks

		  -	 Rockpanel Woods / Metallics	 Woods / Metallics	 1 week		
	

	 Screws 35 mm	 -	 Rockpanel Natural / 	 Stainless steel	 A stock item
			   Chameleon 

		  -	 Rockpanel Rockclad 	 20 standard colours	 A stock item

		  -	 Rockpanel Rockclad	 80 special colours**	 6 weeks

		  -	 Rockpanel Rockclad	 Custom colours** 	 6 weeks

		  -	 Rockpanel Woods / Metallics	 Woods / Metallics	 1 week

Corner solutions for Rockpanel

	 Profile in appropriate RAL colour
	 Mitre the panels
	 Allow the edges to naturally age to grey brown 
	 Apply edge paint in corresponding colour

Mechanical fixing
Rockpanel can be affixed mechanically with Rockpanel nails or screws or using any other means of affixing that meets the  
specifications in the Rockpanel approval.

Rockpanel offers a broad range of fixings; nails, screws as well as a fire safe adhesive system developed in collaboration 
with Bostik. All are suitable and mechanically tested to be applied in combination with our board material. In case you 
want to use other fixings than the Rockpanel original fixings please ensure with the supplier the suitability of their fixings 
to meet our technical requirements. Working with accessories from other manufacturers should be carried out according 
to their recommendations, their supervision and their warranty conditions.

For Rockpanel Ply, Natural and Chameleon Rockpanel advises blanc nails. Nails in length of 25 mm or 40 mm and steelscrews are on request.
* 	 Only for Rockpanel Ply and Lines2 10 mm
** 	 Special and Custom colours are only available in combination with Rockpanel boards, min. order 1000 pcs 
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Profiles
Rockpanel Profiles is a carefully assembled range of profiles made from high quality aluminium. Chair profiles, External Cor-
ner profiles, Edge profiles and Starter profiles in every available colour: 20 Standard, 80 Special and other RAL/NCS colour 
from the Custom series. Profiles A-C-D-E-F and H are available in three widths, 6, 8 or 10 mm.

Aluminium profiles
	 Standard length is 3055 mm	 Colour 	 Availability

	 Profile A 	 	 Blanc anodised	 1 week
			   Standard 20 colours	 4 weeks
			   Special/Custom*	 6 weeks

	 Profile B		  Blanc anodised	 1 week
			   Ral 9005	 1 week

	 Profile C		  Blanc anodised	 1 week
			   Standard 20 colours	 4 weeks
			   Special/Custom*	 6 weeks

	 Profile D**		  Blanc anodised	 1 week
			   Standard 20 colours	 4 weeks
			   Special/Custom*	 6 weeks

	 Profile E		  Blanc anodised	 1 week
			   Standard 20 colours	 4 weeks
			   Special/Custom*	 6 weeks

	 Profile F		  Blanc anodised	 1 week
			   Standard 20 colours	 4 weeks
			   Special/Custom*	 6 weeks

	 Profile G		  Blanc anodised	 1 week
			   Standard 20 colours	 4 weeks
			   Special/Custom*	 6 weeks

	 Profile H		  Blanc anodised	 1 week
			   Standard 20 colours	 4 weeks
			   Special/Custom*	 6 weeks

	 Profile I		  Blanc anodised	 1 week

	 Profile J		  Blanc anodised	 1 week

	 Profile K		  Blanc anodised	 1 week
	 Lines2

*  Special and Custom colours are only deliverable in combination with Rockpanel boards. 
**  When using Lines2 8 with a Rockpanel clip, a 12 mm profile is required.
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Adhesive installation
Unique European Certified adhesive system

In collaboration with Bostik, Rockpanel has developed a fire safe European-certified adhesive system compatible with 
the European standards of Rockpanel. If you prefer to use another adhesive system, always verify that the chosen system 
meets the requirements for application with Rockpanel. If using another adhesive system, the adhesive supplier becomes 
responsible for technical approvals and guarantee. 

Other accessories

			   Quantity	 Availability
	

	 EPDM Foamtape (adhesive) 	 36 mm	 50 m1	 A stock item

	 EPDM Foamtape (adhesive)	 60 mm	 50 m1	 A stock item

	 EPDM Foamtape (adhesive)	 100 mm	 25 m1	 A stock item

	 Rockpanel Graffiti cleaner		  780 ml	 A stock item

	 Rockpanel Edge paint 	(Special and Custom colours only deliverable in	 750 ml	 A stock item 

		    combination with Rockpanel boards).

Adhesive method
		  Quantity	 Indicative usage per 100 m2 

	 Rockpanel Tack-S (ETA certified)	 290 ml	 50 cartridges

	 Primer MSP Transparant (backside board)	 500 ml	 6 cans

	 Prep M (Aluminium frames)	 500 ml	 2 cans

	 Foamtape (double sided)	 25 m1	 12 rolls

	 Liquid 1	 1 ltr	 1 can

Other

On www.rockpanel.com you will find a complete overview of Rockpanel accessories. Check for more information on profiles, 
fixing systems, easy fix, gaskets and more.
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Rockpanel is flexible and robust 
board material which can be ap-
plied easily in any shape or form. 

2500 mm

1200 mm

3050 mm

1700 mm

1200 mm

2000 mm

Unique customised 
solutions
More flexibility, greater cost efficiency

Rockpanel offers the possibility to prepare custom made 
boards. Length can be adjusted to your project requirements. 
As a result of Rockpanel’s innovative production process, the 
board can now be delivered in all lengths between 2500 and 
3050 mm and between 1700 and 2000 mm and a width of 1250 
mm. Even if a certain project requires a custom made thick-
ness, do not hesitate to contact us. We will advise you on the 
possibilities.

Customised solutions
Minimal order 300 m² (per format / colour)

Lead time 6 weeks
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Rockwool Group: 
Create and Protect
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The best building envelopes are designed to maintain a healthy
indoor climate, while protecting the building and its occupants
from undesirable influences. They also protect the environ-
ment from harmful emissions and other negative effects of 
buildings.
 
The Rockwool Group helps creating the best building enve-
lopes possible – for buildings that behave responsibly for  
generations. Rockwool insulation solutions, Rockfon acoustic 
ceilings and Rockpanel facade cladding offer solutions for the 
building envelope that protect buildings from their environ-
ment and protect the environment from the impact of build-
ings.

As a building design is transformed from a sketch into a physi-
cal structure, it begins to take on its own life – accommodating
the people who use it and occupying space in the landscape.
 
Buildings can be thought of as behaving in the world. They pro-
tect their occupants from the elements. They consume energy. 
They create indoor climates. And they interact with their sur-
roundings and the environment.
 
Much of a structure’s behaviour depends on the nature of its
building envelope, or the “skin” that separates inside from out
and determines where and how air, water, light and other ele-
ments are allowed to enter and escape.
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The Rockwool Group
The Rockwool Group markets solutions worldwide 
that give those operating in the construction sector 
the opportunity to create buildings that provide 
comfortable living and working conditions, while at 
the same time being aesthetically pleasing and fit-
ting in with their surroundings. The company has 
evolved over the years from offering stone wool 
based products and solutions to developing sys-
tems that protect buildings from their environment 
and protect the environment from the impact of 
buildings.
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Rockwool
Rockwool creates and delivers thermal, acoustic and 
fire insulation products made from the volcanic rock 
basalt, suitable for a wide range of applications in vir-
tually all construction environments, even highly spe-
cialised areas. Rockwool products provide energy- 
efficient, fire-resistant solutions and ensure optimum 
sound insulation and climate control in all circum-
stances. It is the Rockwool insulation solution for 
achieving a durable, fireproof and cost-efficient build-
ing envelope.  
www.rockwool.com

Rockfon
The Rockfon Group is a leading European manufac-
turer of acoustic ceiling solutions. The companies 
manufacture and market a wide range of stone-wool-
based products, which contribute positively to a good 
indoor environment and fulfil the strictest demands to 
acoustic properties, aesthetics, fire protection, and hy-
gienic performance. Rockfon products are preferred 
solutions for offices, hospitals, schools, buildings for 
sports and leisure, retail outlets, and industry.
www.rockfon.com

For every imaginable building type or building part, the Rockwool Group 
offers a broad range of solutions. What Rockpanel offers for the facade, 
Rockwool and Rockfon offer for the acoustic and thermal insulation of 
buildings: delivering a unique combination of design freedom, durability, 
fire resistance and cost efficiency. 
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4242

The Rockpanel website is designed to be an easy-to-use resource for those 
wishing to find out more about our products. Its clear navigation ensures 
that you have access to a wealth of information and your questions can be 
answered. 

www.rockpanel.com

Specifications
Select the relevant specification along with the selected 
material to match your product finish, colour and acces-
sory requirements. All specifications are downloadable on 
www.rockpanel.com.

Cad drawings
Rockpanel offers a wide range of CAD drawings online. The 
drawings are easy to download in PDF, DXF and DWG files 
and illustrate clearly how specific design details can be 
produced.

Sample request
Use the contact form on www.rockpanel.com so you can 
easily request your sample.

References
	 Register to receive 3 e-mails a year containing Rock-

panel international reference projects. 
	 Go to the “references” section on our website for more 

inspiring projects! 
	 If you want to receive reference cards with inspiring case 

studies, order reference cards online.

ETA and  marking
Rockpanel has been awarded the ETA Certificate (Euro-
pean Technical Approval). This certificate applies to the 
entire Rockpanel system including the finishings and at-
tachments. 

Thanks to this certification, Rockpanel is ahead of the exist-
ing, European Technical Approval Guideline (ETAG) issued 
by EOTA (European Organization for Technical Approvals).
-	 ETA-07/0141 “Rockpanel Durable Colours 8 mm and 

Rockpanel Durable anti-Graffiti 8 mm”.
-	 ETA-08-0343 “Rockpanel Durable 6 mm finish Colours / 

Rockclad”

BRE Global A+ / A rated 1

On the basis of a Life Cycle Assessment (LCA), BRE Global 
granted Rockpanel an Environmental Product Declaration 
(EPD) that showed that Rockpanel products are acknowl-
edged as amongst the best performing in their category 
with A+ and A ratings for various structures. 

1 Green Guide Element numbers A+ rated: 1006260002 / 1006270005 / 
1006280007 / 1006210008 / 1006260010 / 1006270013 / 1006280015 / 
1006210016; Green Guide Element numbers A rated: 1006230001 / 
1006260003 / 1006240004 / 1006250006 / 1006230009 / 1006260011 / 
1006240012 / 1006250014

Environmental Profiles Certificate No.427



Rockpanel Guide
This document demonstrates the numerous applications of 
Rockpanel inspired by nature. The Guide follows the com-
plete architectural working process, from inspiration and de-
sign planning to structural safety, technical illustrations and 
specifications. The document is a complete reference guide, 
detailing the full Rockpanel range, the applications available, 
and the unique and inherent properties which Rockpanel 
products offer.

Request a copy of the Rockpanel Guide via:
www.rockpanel.co.uk/contact

Rockpanel Guide
Assortment & Application

The greatest possible care has been taken in the design and composition of this bro-
chure. Nevertheless, we cannot guarantee the completeness and correctness of the 
information included herein. Price and product changes are reserved. Illustrations, 
colours, descriptions and information relating to dimensions, characteristics etc. 
apply only by approximation and are not binding.
All of the information in this brochure is protected by copyright. This brochure, the 
texts, photos, other information included therein and/or parts thereof may not be 
reproduced, modified or published without the prior written approval of Rockpanel.

BREEAM is a registered trademark of BRE (the Building Research Establishment 
Ltd. Community Trade Mark E5778551). The BREEAM marks, logos and symbols are 
the Copyright of BRE and are reproduced by permission.
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Become part of the story
	

www.rockpanel.com
Get actual product literature, see inspiring projects and 
request product samples.

www.facebook.com/rockpanel
Follow us and be the first to discover our latest International projects. 

www.twitter.com/rockpanel
Follow us for the latest news and updates.

Engage and interact.
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